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A b s t r a c t  
Several researches published comprehensive reports on dynamic 
soil properties of cohesive soils, in which many of them outlined, i.e., 
key factors affecting the dynamic shear modulus. For cohesive soils, the 
modulus at small strains ( < 10–3 %) is, first of all, a function of void ra-
tio and effective confining stress. For clays, however, secondary time ef-
fects and clay mineralogy (fabric and structure) also appear to be 
important. The influence of confinement of laboratory-prepared as well 
as naturally deposited clays consists in an increase of shear modulus 
logarithmically as a function of time. In this paper, the effect of duration 
of the various confining pressures on dynamic shear modulus (G) of se-
lected cohesive soils from Warsaw area was evaluated. Shear modulus 
was determined on the basis of resonant column tests, at low and high 
shearing strain amplitudes. It is shown that the calculated shear modulus 
is time-dependent; during approximately first 1000 minutes of consolida-
tion, the moduli increased by almost 50%. Moreover, it is characterized 
by two phases: an initial one results from primary consolidation and 
a second one, which occurs after the end of primary consolidation, herein 
about 16-17 hours, and is called “long-term time effect”. This effect was 
found also for modulus at higher shearing strains ( > 10–3 %, e.g.,  
3 × 10–3 %, 5 × 10–3 %, 8 × 10–3 %, 2 × 10–2 %).  
Key words: dynamic shear modulus, time-dependency, cohesive soil. 




The dynamic shear modulus is an important property of soil, especially from 
the viewpoint of evaluating wave propagation in soil and, on the basis of it, 
receiving access to dynamic response of embankments, pavements, founda-
tions, etc. (Tezcan et al. 2009). Road subgrades or shallow foundations are 
continuously loaded cyclically by various machines, vehicles (cars, trains), 
and other factors (Khosravi et al. 2010, Sidorova and Voznesensky 2010). 
Earthquakes, pile driving, explosions also put the load to water-saturated or 
unsaturated, fine- and coarse-grained or cohesive soil deposits (Vucetic and 
Dobry 1991).  
The dynamic shear modulus of soil in the range of strain amplitude less 
than 10–4 is referred to as the maximum or small-strain dynamic shear modu-
lus, denoted by the symbol Gmax. Many studies have been conducted to find 
and properly characterized factors which affect this parameter. The main el-
ements that have an effect on Gmax include: shear strain amplitude (), mean 
effective confining stress ( m  , p), soil type and plasticity index (PI). Other 
factors which influence the small-strain dynamic shear modulus, but appear 
to be less important, include: frequency of loading, number of loading cy-
cles, void ratio, degree of saturation, overconsolidation ratio, grain character-
istics, and many others. Additionally, it has been suggested that through 
grouping the test data by geology some less essential component may be also 
taken into account (Zhang et al. 2005, Markowska-Lech et al. 2013).  
One other factor, i.e., duration of the confining pressure, is of fundamen-
tal importance in laboratory determination of shear modulus as well. The as-
pect of effect of time on soil stiffness is, unfortunately, often either mis-
understood or neglected. This overlooking can have negative impact on the 
interpretation of the test data and results, which may lead to some failure in 
deriving maximum benefit from a research program (Anderson and Stokoe 
1978).  
In this paper, some key information about the effect of time, under fix 
pressure conditions, on shear modulus of selected cohesive soils from area of 
Warsaw is presented. Previous studies on this subject are briefly reviewed 
here. Testing procedures are shortly described as well. Finally, examples of 
the results from laboratory tests are given, which illustrate the significance 
of the effect of time on soil stiffness. 
2. SECONDARY  TIME  EFFECTS 
Several investigators have shown that time-dependency is a significant pa-
rameter affecting the dynamic properties of soils (Zavoral 1990). The effect 
of confinement duration at the unchanging pressure conditions was first ob-
served in 1961 (Richart 1962). In the next years, other researchers reported 
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the followings: during experiments at a constant confining pressure, shear 
modulus at the low strain amplitude (below 0.001%) increased with time of 
specimen confinement (e.g., Lawrence 1965, Afifi and Richart 1973, Ander-
son and Woods 1976). These general observations led to more detailed stud-
ies of artificially prepared soil samples and the growth of their stiffness with 
time. The last tests at a long-lasting pressure on undisturbed specimens of 
cohesive and loose soils showed similarities. Time-dependent behaviour is 
a characteristic feature of natural soils too (Anderson and Stokoe 1978).  
For most soils, the time-dependency at low strain level can be described 
by an initial phase, while the shear modulus changes instantly with the loga-
rithm of time, as presented in Fig. 1. This early stage results from changes in 
the void ratio during the primary consolidation process. Therefore, this phase 
is related to primary consolidation. During the second part, the value of 
modulus rises nearly linearly with the logarithm of time, which is caused 
probably by strengthening of physical-chemical bonds in cohesive soils and 
by an increase in particle-particle contacts in cohesionless soils. The latter 
stage refers to the so-called “long-term time effect” that occurs only after the 
primary consolidation course has been completed. 
There are two methods to explain the long-term time effect. The result of 
time-dependency can be, on the one hand, expressed in an absolute sense, 
i.e., as a coefficient of shear modulus increase with time (IG) 
Fig. 1. Division of stages in low-amplitude shear modulus-time response (after An-
derson and Stokoe 1978). 
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where G is the increase in low-amplitude shear modulus in logarithmic cy-
cle of time, and t1, t2, are times after primary consolidation (Fig. 1.) 
In a numerical manner, for one logarithmic cycle of time, IG equals G. 
The other way of interpretation of the long-term time effect is, in relative 








where G1000 is the modulus measured after 1000 minutes of constant confin-
ing pressure, which must be after completion of primary consolidation. 
In general, parameter NG becomes greater when the mean grain size de-
creases (Afifi and Richart 1973). However, more logical relationship be-
tween the rate of secondary modulus (NG) and plasticity index (PI) was 
proposed by Kokusho et al. (1982). The plasticity index (PI) is a measure of 
the plasticity of a soil; it is the size of the range of water contents for which 
the soil exhibits plastic properties. PI is the difference between the liquid 
limit and the plastic limit (PI = LL-PL). PI reflects the chemical activity of 
clay minerals; therefore, with growing plasticity index there is an increase of 
NG, amounting to as much as 25% per log cycle of time. 
In most cases, the measured NG value for clays ranges between 0.05 and 
0.25. For sands, parameter NG varies between 0.01 and 0.03 and rises when 
the soil gets finer, as presented by Mesri et al. (1990). Jamiolkowski and 
Manassero (1996) reported that silica sand samples reached the value of NG 
from 0.001 to 0.03, sand samples with 50% of mica 0.039, whereas car-
bonate sand samples 0.05-0.12. On the basis of the experiments of Howie et 
al. (2002), the rate of increase of the shear modulus with time for very loose 
carbonate sands grows along with the stress level. Isotropic stress state ar-
rived at a slower rate of increase in stiffness (Soga 2005). 
3. LABORATORY  TESTS 
To study the time dependent increase in dynamic shear modulus, a set of 
resonant column tests was performed. The material investigated belongs to a 
natural cohesive soil formation in the Warsaw area, originally taken from the 
region of the express way No. S2 (around the road embankment No. WD-18). 
It is a clayey sand, clSa (Eurocode 7), with index properties listed in Table 1. 
The samples were taken from a depth of around 2.0 m selected carefully  
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Table 1  
Index parameters of specimens 
Parameter 
Value 
Clayey sand (1) Clayey sand (2) 
wL    [%] 36.80 35.21 
wP    [%] 13.76 11.43 
IP      [%] 23.04 23.78 
GS    [–] 2.68 2.68 
w      [%] 14.43 14.20 
   [kg/m3] 2.12 2.16 
Explanations: wL is the liquid limit, wP the plastic limit, IP the 
plastic index, GS the specific gravity, w the water content, and 
 is the mass density. 
considering the uniformity of the soils structure, its physical properties, and 
its double-phase. Only one type of undisturbed soil samples was obtained, 
namely tube samples, with the inner diameter of the tube of about 80 mm. 
Tubes were carefully and gently pressed into the pre-drilled holes. All the 
samples were sealed and stored in a humidity room until needed. 
The resonant column apparatus successfully used in this research was 
manufactured by British company GDS Instruments Ltd (GDS 2010). The 
device is presented in detail by Sas and Gabry (2012), and Gabry et al. 
(2013). Just to sum up briefly, the object of the resonant column technique is 
to vibrate the soil-top-cap system at first-mode resonance. This resonance is 
defined as the frequency at which the maximum top-cap motion is obtained 
during a sweep of frequencies, here mostly starting around 30 Hz. At the 
first-mode resonance, material in a cross-section at every elevation vibrates 
in phase with the top of the sample. Shear wave velocity, and then shear 
modulus are determined based on the system’s constants, size, weight, and 
shape of the tested specimen (GDS 2010).  
Table 2 summarized the authors’ experiments during which the effect of 
long-term confinement on low-amplitude dynamic shear modulus was eval-
uated. Time effect was recorded for clayey sand samples over a wide range 
of confining pressures, 0 from 335 up to 685 kPa, as well as a broad variety 
in shear moduli on low amplitude, Gmax from 15 up to 175 MPa. The shear 
modulus for investigated samples was monitored at various times during the 
consolidation period. This is generally involved taking measurements well 
beyond the time required for the end of primary consolidation in order to 
find the time dependent increase at a constant effective pressure. 
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Table 2  























45 335 15-30* – – 
90 380 30-55* – – 
135 425 40-90** 20.44 27.25 
180 470 80-95* – – 





180 550 80-170** 6.81 4.72 
270 640 155-175** 30.51 21.83 
315 685 170-175** 6.42 5.14 
*)measurements conducted during primary consolidation, 
**)measurements conducted during and after the end of primary consolidation. 
4. EXPERIMENTAL  RESULTS 
4.1  Low-amplitude test procedure 
In time-dependent resonant column tests, dynamic shear modulus was de-
fined at various times after application of different confining pressures. The 
recording time was usually: 1, 10, 20, 30, 45, 60, and 90 minutes after the se-
lected pressure was employed, as well as just after the completion of primary 
consolidation. In this study, strains reached the level below 0.001%, and 
therefore it was a low-amplitude test. Figure 2 presents some examples of 
the results for the variation of shear modulus at changing mean effective 
stress. The duration of vibration at shearing strain levels of this kind is neg-
ligible (Anderson and Stokoe 1978). It should not be essential if the speci-
men is continuously or only seconds under vibration. The effect of time in 
Fig. 2 is noticeable for all mean effective stresses (p). An increase in values 
of dynamic shear modulus is about 4-6%, at each time step when the meas-
urements were performed. Generally, from the beginning till the end of pri-
mary consolidation, the rise in shear modulus may be as high as 50%. 
Figure 3 is also an illustration showing low-amplitude shear modulus growth 
in time at various stress level. On the basis of this diagram it can be seen in 
detail how the parameter Gmax grows over time; we see at which point of 
time the increase in values of Gmax was recorded to be the largest. In the first 
10-20 minutes, the rise of Gmax is quite rapid and relatively high in compari-
son with the next measurements; then this growth gets stabilized until the fi-
nal phase of the test, when it achieves the biggest values, up to even 25 MPa 
for  p = 90 kPa  and  p = 225 kPa. 
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Fig. 2. Time-dependent shear modulus of clayey sand samples from Warsaw area 
under different stress conditions. 
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Fig. 4. Low-amplitude test sequence for a clayey sand sample and an example of the 
determination of IG parameter.  
During the whole low-amplitude test, the conditions with a possibility of 
drainage were maintained. It was not necessary to close the valves due to 
dynamic oscillations, because the level of deformation was too low to gener-
ate the excess pore-water pressure. 
The measurements at low-amplitude for certain samples were performed 
after the end of primary consolidation was detected. On the basis of this 
method, the parameter IG could be well evaluated. The procedure of deter-
mining an increase in low-amplitude shear modulus in time for a clayey sand 
sample is illustrated in Fig. 4. 
Two distinct phases of modulus-time response are evident in Fig. 5. In 
order to better demonstrate this division into two stages of changes in Gmax, 
the authors propose to introduce a new variable, called tGstab, which will indi-
cate the end of primary consolidation and the beginning of the long-term 
time effect. The parameter tGstab will be the moment when changes in the 
value of low-amplitude of shear modulus start to be smaller, the values 
themselves are more stable, and their increase is low and nearly linear. This 
new parameter does not necessarily coincide with t1000, which means the time 
at 1000 minutes of the constant confining pressure and, basically, in most 
cases, the end of primary consolidation.  
In order to obtain dynamic shear modulus, resonant frequencies are first 
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Fig. 5. Another illustration of the two phases of modulus-time response curve with 
the proposal to introduce a new parameter tGstab.  
Fig. 6. Variation in shear wave velocity with time for clayey sand samples from 
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Fig. 7. Height changes with time for a clayey sand sample under constant confining 
pressure, i.e., p = 135 kPa.  
rect calculations should consider the proper values of specimen height, 
weight, and volume at the measurement time. Figure 6 presents the variation 
of shear wave velocity as a function of logarithm of time at a fix pressure. 
With increasing time and increasing mean effective stress, the shear wave 
velocity rises as well, mainly from 1 until 3 m/s in a particular time period. 
The increase of VS can be assumed linear (Fig. 6). The regression line, how-
ever, only for mean effective stress (p) of 90 and 180 kPa approximates well 
the real data points; the coefficient of determination (R2) amounts to more 
than 0.8 (strong correlation). In the other two cases, assuming fitting by lin-
ear function as well, the authors received some positive correlations, but not 
a perfect one (R2 is at the level of 0.7). In Figure 7 changes of specimen 
height are shown. As an example of the change in sample height during 
resonant column test, the measurements at the confining pressure  
0 = 425 kPa  and mean effective stress  p = 135 kPa  were chosen. 
4.2  High-amplitude test procedure 
After the process of primary consolidation was finished, the measurements 
of dynamic shear modulus at shearing strains bigger than 0.001% were per-
formed. During primary consolidation it is not recommended to vibrate 
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conditions, as well as the possibility of variation in pore-water pressure and 
soil structure in the meantime. In the authors’ researches, high-amplitude 
tests were conducted straight away after primary consolidation, but also 
some time later, up to 1 or 2 days. It was important to have the long-term 
time effect well defined at low-amplitude of shearing strain. 
In this study, high-amplitude measurements were performed in several 
steps by increasing the amplitude of vibration in torsional mode. During the-
se tests, in order to excite the electromagnetic field and induce a wave prop-
agating through the examined material, the corresponding coil voltage values 
were applied, from the value of 0.1 up to 1.0 V, with a step of 0.1 V (Ta-
ble 3). Figure 8 portrays the results from high-amplitude test sequence. Be-
tween all measurements there was always some rest time, about one minute. 
Table 3  

































45 1440 2.5E-02 – 3.7E-01 20-5 
0.2-1.0 
90 1140 1.3E-02 – 1.4E-01 42-14 
135 1320 8.9E-03 – 8.9E-02 76-24 
180 1140 7.5E-03 – 6.6E-02 84-35 






180 1070 4.8E-03 – 5.4E-02 115-51 
270 1220 2.0E-03 – 2.9E-02 171-102
315 1380 2.0E-03 – 2.7E-02 173-119
 
After the studies on high-amplitude dynamic shear modulus were com-
pleted, the specimens remained under constant confining pressure, with 
drainage and low-amplitude modulus monitored with time (Fig. 9). It is visi-
ble in Fig. 9 that low-amplitude shear modulus had initially a different value, 
i.e., smaller than that reached before the high-amplitude sequence. The ob-
served decrease in dynamic shear modulus is temporary and lasts only until 
the low-amplitude modulus regains with time the value forecasted by the 
long-term time effect. If this does not happen, it may mean a permanent al-
teration of the specimen, which cannot be longer used in the tests.  
A number of studies were carried out to show that long-term modulus in-
crease occurs not only at low but also at intermediate strain level (Fig. 10).  
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Fig. 8. High-amplitude test sequence (when shearing strain level   > 10–3 %) for 
a clayey sand sample obtained on the basis of laboratory tests.  
Fig. 9. Changes of high-amplitude and low-amplitude modulus with time and a tem-
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Fig. 10. Time-dependent shear modulus at high shearing strain amplitude (shearing 
strain values   ranging from 3 × 10–3 % up to 2 × 10–2 %). 
The authors’ researches confirm tests of other scientists (Anderson and Sto-
koe 1978) that at shearing strain level between 0.001 and 0.1% the dynamic 
shear modulus grows with time, and this increase is linear; the linear regres-
sion line represents well the real data (R2 at least equal to 0.9). The increase 
in values of dynamic shear modulus measured at high shearing strain ampli-
tude is about 4 MPa for strain level   = 0.003-0.005%  and around 15 MPa 
for strain level   = 0.008-0.02%  during the studies. In the main, from the 
end of primary consolidation until the end of measurement time, the rise in 
shear modulus may be as high as 6-23%. Some general similarity between 
the growth with time in low- and high-amplitude shear modulus can be ob-
served. Thus, it might be concluded that factors which have an influence on 
low-amplitude modulus time response affect the high-amplitude modulus 
time response as well. 
5. SUMMARY  AND  CONCLUSIONS 
The behaviour of soil stiffness with time is of fundamental importance both 
in planning as well as in executing a laboratory testing program. Determina-
tion of shear modulus-time response and its proper understanding can be es-































arrows represent the end of 
primary consolidation
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The authors of this paper tried to show this significance of the effect of con-
finement duration at a constant pressure on the magnitude of shear modulus 
of a selected cohesive soil from the capital of Poland while performing ex-
periments in resonant column apparatus. This attempt is particularly impor-
tant due to the lack of such information in the respect of Polish soils.  
In summary, according to the literature and data presented in this article, 
the following conclusions can be drawn:  
 Dynamic shear modulus of selected cohesive soil from Warsaw area var-
ies with time of confinement at a fixed level of pressure.  
 There are two phases which characterize the time-dependent response of 
shear modulus at low shearing strains (less than 0.001%). These are: an 
initial phase which occurs because of primary consolidation, and a second 
phase during which the modulus increases nearly linearly with the loga-
rithm of time. The latter stage is referred to as “long-term time effect”. 
 The authors suggest the introduction of a new variable, tGstab , as a moment 
which will be a boundary between the two phases, as described above 
(Fig. 5).  
 At intermediate strain level (from 0.001 to 0.1%) a rise in shear modulus 
with time is noticeable as well. This increase in high-amplitude modulus 
is rather slightly less than that which occurs at low-amplitude shearing 
strains. This growth is exactly around 2% for shearing strain equal to 
3 × 10–3 %  and  5 × 10–3 %, as well as approximately 10% for shearing 
strain equal to  8 × 10–3 %  and  2 × 10–2 %. 
 The measurements of shear modulus at shearing strain above 0.001% 
should be performed as described by the authors in Subsection 4.2. Low-
amplitude modulus can be used as a reference value in order to define 
some possible permanent changes in specimens when high-amplitude 
tests are performed. 
The authors of this paper would like to emphasize that the role of the re-
searchers is to point out the values and the variability of soil stiffness, 
whereas the role of the designers is to choose the right parameters for the 
proper designing and planning of engineering constructions. It is necessary 
therefore to keep effective cooperation between the engineers and the de-
signers, from the beginning of the construction design and while considering 
various construction work schemes. Although geotechnical activities are de-
fined by Eurocode 7 (EN 1997), there is no detailed description of laboratory 
experiments of the type presented in this article. Perhaps, this is due to some 
difficulties relating to the determination of the dynamic shear modulus and 
its further application by the designers. 
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